
SHIELDED SMD POWER INDUCTORS / NR TYPE 

   CORE MASTER ENTERPRISE CO., LTD. 
http://www.coremaster.com.tw 

FEATURES 

 

 Low profile construction and miniature size  
 Magnetic shielded construction 
 High current saturation 
 For new generation portable product D/D converter unit. 

 

APPLICATIONS 

 Industrial modules. 

 DC/DC converters, etc. 

 Various categories of consumer electronics. 

  

ORDERING CODE 

NR  □□□□ - 3R3  □ 

 

 

 

 

SHAPES 
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Product Symbol 
 
 

Tolerance (M:±20%, N:±30%) 
 Inductance 
Dimension  
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DIMENSIONS (UNIT: mm) 

Part No. Fig. A B C (MAX) D E F (REF) 

NR 2010 1 2.0 ± 0.25 1.6 ± 0.25 1.10 1.6 ± 0.2 0.6 ± 0.2 1.0 

NR 2510 1 2.5 ± 0.25 2.0 ± 0.25 1.10 1.5 ± 0.2 0.8 ± 0.2 1.0 

NR 2512 1 2.5 ± 0.25 2.0 ± 0.25 1.25 1.5 ± 0.2 0.8 ± 0.2 1.0 

NR 3015 3 3.0 ± 0.20 3.0 ± 0.20 1.70 1.2 ± 0.3 0.9 ± 0.3 --- 

NR 4012 3 4.0 ± 0.20 4.0 ± 0.20 1.20 1.6 ± 0.3 1.2 ± 0.3 --- 

NR 4018 2 4.0 ± 0.20 4.0 ± 0.20 1.80 1.6 ± 0.3 1.2 ± 0.3 --- 

NR 4020 2 4.0 ± 0.20 4.0 ± 0.20 2.10 1.6 ± 0.3 1.2 ± 0.3 --- 

NR 4026 2 4.0 ± 0.20 4.0 ± 0.20 2.60 1.6 ± 0.3 1.2 ± 0.3 --- 

NR 4030 2 4.0 ± 0.20 4.0 ± 0.20 3.00 1.6 ± 0.3 1.2 ± 0.3 --- 

NR 5012 2 5.0 ± 0.20 5.0 ± 0.20 1.20 2.3(REF) 1.35(REF) --- 

NR 5020 2 5.0 ± 0.20 5.0 ± 0.20 2.20 2.3(REF) 1.35(REF) --- 

NR 5030 2 5.0 ± 0.20 5.0 ± 0.20 3.20 2.3(REF) 1.35(REF) --- 

NR 5040 2 5.0 ± 0.20 5.0 ± 0.20 4.20 2.3(REF) 1.35(REF) --- 

NR 6012 2 6.0 ± 0.30 6.0 ± 0.30 1.20 2.4(REF) 1.85(REF) --- 

NR 6020 2 6.0 ± 0.30 6.0 ± 0.30 2.10 2.4(REF) 1.85(REF) --- 

NR 6028 2 6.0 ± 0.30 6.0 ± 0.30 3.00 2.4(REF) 1.85(REF) --- 

NR 6045 2 6.0 ± 0.30 6.0 ± 0.30 4.70 2.4(REF) 1.85(REF) --- 

NR 6055 2 6.0 ± 0.30 6.0 ± 0.30 5.70 2.4(REF) 1.85(REF) --- 

NR 8040 2 8.0 ± 0.30 8.0 ± 0.30 4.20 3.5(REF) 2.5(REF) --- 

NR 8050 2 8.0 ± 0.30 8.0 ± 0.30 5.20 3.5(REF) 2.5(REF) --- 

NR 8065 2 8.0 ± 0.30 8.0 ± 0.30 6.60 3.5(REF) 2.5(REF) --- 

NR 10050 4 10.0 ± 0.30 10.0 ± 0.30 5.30 6.4(REF) 1.8(REF) 4.2 

NR 10060 4 10.0 ± 0.30 10.0 ± 0.30 6.30 6.4(REF) 1.8(REF) 4.2 
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ELECTRICAL CHARACTERISTICS FOR NR2010 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR2010-R47 □ 0.47  1MHz 0.060  2.30  

NR2010-R68 □ 0.68  1MHz 0.076 1.95  

NR2010-1R0 □ 1.00  1MHz 0.115  1.65  

NR2010-1R5 □ 1.50  1MHz 0.174  1.35  

NR2010-2R2 □ 2.20  1MHz 0.265  1.20  

NR2010-3R3 □ 3.30  1MHz 0.345  1.00  

NR2010-4R7 □ 4.70  1MHz 0.480  0.75  

NR2010-6R8 □ 6.80  1MHz 0.940  0.68  

NR2010-8R2 □ 8.20  1MHz 0.800  0.62  

NR2010-100 □ 10  1MHz 1.000  0.60  

NR2010-120 □ 12  1MHz 1.430  0.55  

NR2010-150 □ 15  1MHz 1.700  0.50  

NR2010-180 □ 18  1MHz 1.850  0.40  

NR2010-220 □ 22  1MHz 2.000  0.32  
 

 

ELECTRICAL CHARACTERISTICS FOR NR2510 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR2510-R24 □ 0.24  1MHz 0.034  3.50  

NR2510-R33 □ 0.33  1MHz 0.038  3.20  

NR2510-R47 □ 0.47  1MHz 0.042  2.80  

NR2510-R68 □ 0.68  1MHz 0.049  2.30  

NR2510-1R0 □ 1.00  1MHz 0.066  2.00  

NR2510-1R5 □ 1.50  1MHz 0.110  1.70  

NR2510-2R2 □ 2.20  1MHz 0.145  1.55  

NR2510-3R3 □ 3.30  1MHz 0.204  1.10  

NR2510-4R7 □ 4.70  1MHz 0.300  0.95  

NR2510-6R8 □ 6.80  1MHz 0.444  0.90  

NR2510-100 □ 10 1MHz 0.564  0.65  

NR2510-150 □ 15 1MHz 0.960  0.55  

NR2510-220 □ 22 1MHz 1.344  0.40  
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ELECTRICAL CHARACTERISTICS FOR NR2512 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR2512-R24 □ 0.24  1MHz 0.028 4.05  

NR2512-R33 □ 0.33  1MHz 0.040  4.00  

NR2512-R47 □ 0.47  1MHz 0.061 3.60  

NR2512-R56 □ 0.56  1MHz 0.066 3.30  

NR2512-R68 □ 0.68  1MHz 0.074 3.28  

NR2512-R82 □ 0.82  1MHz 0.085 2.60  

NR2512-1R0 □ 1.00  1MHz 0.090  2.45  

NR2512-1R2 □ 1.20  1MHz 0.129 2.38  

NR2512-1R5 □ 1.50  1MHz 0.147 2.05  

NR2512-2R2 □ 2.20  1MHz 0.216 1.90  

NR2512-3R3 □ 3.30  1MHz 0.264 1.50  

NR2512-4R7 □ 4.70  1MHz 0.377 1.35  

NR2512-5R6 □ 5.60  1MHz 0.538 1.11  

NR2512-6R8 □ 6.80  1MHz 0.581 0.98  

NR2512-8R2 □ 8.20  1MHz 0.658 0.90  

NR2512-100 □ 10 1MHz 0.690  0.79  

NR2512-120 □ 12 1MHz 0.810  0.75  

NR2512-150 □ 15 1MHz 0.900  0.65  

NR2512-180 □ 18 1MHz 1.000  0.55  

NR2512-220 □ 22 1MHz 1.100  0.50  

NR2512-330 □ 33 1MHz 1.500  0.38  

NR2512-470 □ 47 1MHz 2.000  0.30  
 

ELECTRICAL CHARACTERISTICS FOR NR3015 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR3015-R47 □ 0.47  100KHz 0.027  2.50  

NR3015-1R0 □ 1.00  100KHz 0.039  2.32  

NR3015-1R5 □ 1.50  100KHz 0.065  2.00  

NR3015-2R2 □ 2.20  100KHz 0.078  1.60  

NR3015-3R3 □ 3.30  100KHz 0.104  1.32  

NR3015-4R7 □ 4.70  100KHz 0.163  1.10  

NR3015-6R8 □ 6.80  100KHz 0.260  0.85  

NR3015-100 □ 10 100KHz 0.325  0.72  

NR3015-150 □ 15 100KHz 0.455  0.66  

NR3015-220 □ 22 100KHz 0.598  0.52  

NR3015-330 □ 33 100KHz 1.066  0.40  

NR3015-470 □ 47 100KHz 1.625  0.30  

NR3015-101 □ 100 100KHz 4.043  0.23  

NR3015-151 □ 150 100KHz 4.940  0.18  
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ELECTRICAL CHARACTERISTICS FOR NR4012 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR4012-R68 □ 0.68  100KHz 0.058  3.20  

NR4012-R82 □ 0.82  100KHz 0.062  3.02  

NR4012-1R0 □ 1.00  100KHz 0.065  2.61  

NR4012-1R5 □ 1.50  100KHz 0.094  2.50  

NR4012-2R2 □ 2.20  100KHz 0.105  2.10  

NR4012-3R3 □ 3.30  100KHz 0.149  1.80  

NR4012-4R7 □ 4.70  100KHz 0.163  1.20  

NR4012-6R8 □ 6.80  100KHz 0.286  1.08  

NR4012-100 □ 10 100KHz 0.442  0.95  

NR4012-150 □ 15 100KHz 0.651  0.80  

NR4012-220 □ 22 100KHz 1.010  0.65  

NR4012-330 □ 33 100KHz 1.280  0.55  

NR4012-470 □ 47 100KHz 2.210  0.45  

NR4012-680 □ 68 100KHz 1.950  0.38  

NR4012-820 □ 82 100KHz 2.140  0.28  

NR4012-101 □ 100 100KHz 2.210  0.25  
 

ELECTRICAL CHARACTERISTICS FOR NR4018 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR4018-R24 □ 0.24  100KHz 0.018  6.00  

NR4018-R33 □ 0.33  100KHz 0.020  5.50  

NR4018-R47 □ 0.47  100KHz 0.025  5.00  

NR4018-R56 □ 0.56  100KHz 0.027  4.80  

NR4018-1R0 □ 1.00  100KHz 0.033  4.20  

NR4018-1R5 □ 1.50  100KHz 0.039  3.35  

NR4018-2R2 □ 2.20  100KHz 0.059  2.70  

NR4018-3R3 □ 3.30  100KHz 0.091  2.45  

NR4018-4R7 □ 4.70  100KHz 0.117  1.70  

NR4018-6R8 □ 6.80  100KHz 0.143  1.45  

NR4018-8R2 □ 8.20  100KHz 0.188  1.38  

NR4018-100 □ 10 100KHz 0.234  1.30  

NR4018-150 □ 15 100KHz 0.325  0.94  

NR4018-220 □ 22 100KHz 0.468  0.80  

NR4018-330 □ 33 100KHz 0.689  0.65  

NR4018-470 □ 47 100KHz 0.845  0.57  

NR4018-680 □ 68 100KHz 1.300  0.47  

NR4018-101 □ 100 100KHz 2.275  0.40  

NR4018-151 □ 150 100KHz 3.250  0.31  

NR4018-221 □ 220 100KHz 5.200  0.27  

NR4018-331 □ 330 100KHz 8.450  0.20  
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ELECTRICAL CHARACTERISTICS FOR NR4020 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR4020-1R0 □ 1.0  100KHz 0.038  4.78  

NR4020-1R5 □ 1.5  100KHz 0.046  4.45  

NR4020-2R2 □ 2.2  100KHz 0.052  3.40  

NR4020-3R3 □ 3.3  100KHz 0.091  3.20  

NR4020-4R7 □ 4.7  100KHz 0.098  2.35  

NR4020-5R6 □ 5.6  100KHz 0.117  2.20  

NR4020-6R8 □ 6.8  100KHz 0.163  2.00  

NR4020-8R2 □ 8.2  100KHz 0.192  1.75  

NR4020-100 □ 10 100KHz 0.215  1.60  

NR4020-150 □ 15 100KHz 0.299  1.35  

NR4020-220 □ 22 100KHz 0.455  1.05  

NR4020-330 □ 33 100KHz 0.715  0.85  

NR4020-470 □ 47 100KHz 0.923  0.74  

NR4020-560 □ 56 100KHz 1.050  0.66  

NR4020-680 □ 68 100KHz 1.380  0.61  

NR4020-820 □ 82 100KHz 1.520  0.50  

NR4020-101 □ 100 100KHz 2.020  0.48  

NR4020-221 □ 220 100KHz 5.340  0.30  
 

ELECTRICAL CHARACTERISTICS FOR NR4026 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR4026-1R0 □ 1.0  100KHz 0.024  3.30  

NR4026-1R2 □ 1.2  100KHz 0.030  3.10  

NR4026-1R5 □ 1.5  100KHz 0.035  3.00  

NR4026-2R2 □ 2.2  100KHz 0.040  2.10  

NR4026-3R3 □ 3.3  100KHz 0.050  1.80  

NR4026-4R7 □ 4.7  100KHz 0.055  1.45  

NR4026-6R8 □ 6.8  100KHz 0.065  1.30  

NR4026-100 □ 10 100KHz 0.085  1.00  

NR4026-150 □ 15 100KHz 0.110  0.90  

NR4026-220 □ 22 100KHz 0.165  0.60  

NR4026-330 □ 33 100KHz 0.270  0.55  

NR4026-470 □ 47 100KHz 0.300  0.40  
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ELECTRICAL CHARACTERISTICS FOR NR4030 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR4030-R24 □ 0.24  100KHz 0.012 8.00  

NR4030-R47 □ 0.47  100KHz 0.013 7.50  

NR4030-R68 □ 0.68  100KHz 0.015 6.80  

NR4030-1R0 □ 1.00  100KHz 0.020  5.26  

NR4030-1R5 □ 1.50  100KHz 0.026  4.84  

NR4030-2R2 □ 2.20  100KHz 0.039  4.10  

NR4030-3R3 □ 3.30  100KHz 0.052  3.30  

NR4030-4R7 □ 4.70  100KHz 0.078  2.90  

NR4030-5R6 □ 5.60  100KHz 0.085  2.75  

NR4030-6R8 □ 6.80  100KHz 0.117  2.60  

NR4030-8R2 □ 8.20  100KHz 0.121  2.10  

NR4030-100 □ 10 100KHz 0.135  1.95  

NR4030-120 □ 12 100KHz 0.175  1.70  

NR4030-150 □ 15 100KHz 0.247  1.65  

NR4030-220 □ 22 100KHz 0.292  1.30  

NR4030-330 □ 33 100KHz 0.429  1.10  

NR4030-470 □ 47 100KHz 0.579  0.95  

NR4030-560 □ 56 100KHz 0.722  0.85  

NR4030-680 □ 68 100KHz 1.128  0.72  

NR4030-820 □ 82 100KHz 1.378  0.66  

NR4030-101 □ 100 100KHz 1.495  0.60  

NR4030-151 □ 150 100KHz 2.340  0.50  

NR4030-181 □ 180 100KHz 3.100  0.45  

NR4030-221 □ 220 100KHz 3.250  0.40  

NR4030-331 □ 330 100KHz 5.200  0.30  

NR4030-471 □ 470 100KHz 9.360  0.28  

NR4030-681 □ 680 100KHz 9.854  0.26  

NR4030-222 □ 2200 100KHz 27.00  0.13  
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ELECTRICAL CHARACTERISTICS FOR NR5012 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR5012-R47 □ 0.47  100KHz 0.065  4.50  

NR5012-1R0 □ 1.00  100KHz 0.085  4.00  

NR5012-1R5 □ 1.50  100KHz 0.104  3.20  

NR5012-2R2 □ 2.20  100KHz 0.140  2.80  

NR5012-3R3 □ 3.30  100KHz 0.188  2.30  

NR5012-4R7 □ 4.70  100KHz 0.240  1.90  

NR5012-6R8 □ 6.80  100KHz 0.364  1.60  

NR5012-100 □ 10 100KHz 0.480  1.20  

NR5012-150 □ 15 100KHz 0.650  1.00  

NR5012-220 □ 22 100KHz 1.027  0.95  

NR5012-330 □ 33 100KHz 1.560  0.85  
 

ELECTRICAL CHARACTERISTICS FOR NR5020 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR5020-R22 □ 0.22  100KHz 0.018  9.00  

NR5020-R24 □ 0.24  100KHz 0.020  8.00  

NR5020-R47 □ 0.47  100KHz 0.022  6.50  

NR5020-R56 □ 0.56  100KHz 0.024  6.00  

NR5020-R68 □ 0.68  100KHz 0.026  5.10  

NR5020-1R0 □ 1.00  100KHz 0.029  4.20  

NR5020-1R5 □ 1.50  100KHz 0.039  3.90  

NR5020-2R2 □ 2.20  100KHz 0.052  3.20  

NR5020-3R3 □ 3.30  100KHz 0.065  2.80  

NR5020-4R7 □ 4.70  100KHz 0.074  2.50  

NR5020-5R6 □ 5.60  100KHz 0.083  2.30  

NR5020-6R8 □ 6.80  100KHz 0.119  2.05  

NR5020-8R2 □ 8.20  100KHz 0.127  1.85  

NR5020-100 □ 10 100KHz 0.163  1.70  

NR5020-150 □ 15 100KHz 0.215  1.35  

NR5020-180 □ 18 100KHz 0.260  1.25  

NR5020-220 □ 22 100KHz 0.294  1.15  

NR5020-330 □ 33 100KHz 0.520  0.92  

NR5020-470 □ 47 100KHz 0.754  0.77  

NR5020-680 □ 68 100KHz 0.962  0.65  

NR5020-101□ 100 100KHz 1.430  0.53  

NR5020-121 □ 120 100KHz 1.510  0.42  

NR5020-151 □ 150 100KHz 1.950  0.40  

NR5020-201 □ 200 100KHz 2.600  0.35  

NR5020-221 □ 220 100KHz 3.000  0.33  

NR5020-471 □ 470 100KHz 6.630  0.20  

NR5020-561 □ 560 100KHz 7.150  0.18  

NR5020-681 □ 680 100KHz 7.410  0.17  

NR5020-122 □ 1200 100KHz 14.70  0.10  
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ELECTRICAL CHARACTERISTICS FOR NR5030 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR5030-R47 □ 0.47  100KHz 0.013  8.00  

NR5030-R56 □ 0.56  100KHz 0.015 7.50  

NR5030-1R0 □ 1.00  100KHz 0.020  7.00  

NR5030-1R5 □ 1.50  100KHz 0.024 5.50  

NR5030-2R2 □ 2.20  100KHz 0.031  4.50  

NR5030-3R3 □ 3.30  100KHz 0.039  4.00  

NR5030-4R7 □ 4.70  100KHz 0.065  3.00  

NR5030-5R6 □ 5.60  100KHz 0.070  2.90  

NR5030-6R8 □ 6.80  100KHz 0.075  2.80  

NR5030-100 □ 10 100KHz 0.100  2.10  

NR5030-120 □ 12 100KHz 0.112  2.00  

NR5030-150 □ 15 100KHz 0.156  1.70  

NR5030-220 □ 22 100KHz 0.260  1.40  

NR5030-330 □ 33 100KHz 0.351  1.20  

NR5030-470 □ 47 100KHz 0.468  0.90  

NR5030-680 □ 68 100KHz 0.611  0.77  

NR5030-101 □ 100 100KHz 0.988  0.75  

NR5030-151 □ 150 100KHz 1.470  0.55  

NR5030-181 □ 180 100KHz 1.820  0.48  

NR5030-221□ 220 100KHz 2.080  0.45  

NR5030-331 □ 330 100KHz 3.500  0.35  

NR5030-391 □ 390 100KHz 3.770  0.33  

NR5030-471 □ 470 100KHz 4.700  0.30  

NR5030-681□ 680 100KHz 6.500  0.24  

NR5030-102 □ 1000 100KHz 10.80  0.20  

NR5030-152 □ 1500 100KHz 16.90  0.17  
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ELECTRICAL CHARACTERISTICS FOR NR5040 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR5040-1R0 □ 1.0  100KHz 0.017  7.35  

NR5040-1R5 □ 1.5  100KHz 0.023  6.30  

NR5040-2R2 □ 2.2  100KHz 0.025  4.90  

NR5040-3R3 □ 3.3  100KHz 0.031  3.95  

NR5040-4R7 □ 4.7  100KHz 0.042  3.50  

NR5040-5R6 □ 5.6  100KHz 0.046  3.00  

NR5040-6R8 □ 6.8  100KHz 0.056  2.90  

NR5040-8R2 □ 8.2  100KHz 0.062  2.70  

NR5040-100 □ 10 100KHz 0.083  2.35  

NR5040-150 □ 15 100KHz 0.112  2.00  

NR5040-220 □ 22 100KHz 0.168  1.60  

NR5040-330 □ 33 100KHz 0.244  1.30  

NR5040-470 □ 47 100KHz 0.354  1.10  

NR5040-560 □ 56 100KHz 0.494  1.00  

NR5040-680 □ 68 100KHz 0.520  0.90  

NR5040-101 □ 100 100KHz 0.728  0.75  

NR5040-151 □ 150 100KHz 0.975  0.65  

NR5040-181 □ 180 100KHz 1.690  0.60  

NR5040-201 □ 200 100KHz 1.760  0.55  

NR5040-221 □ 220 100KHz 1.820  0.48  

NR5040-331 □ 330 100KHz 2.730  0.42  

NR5040-471 □ 470 100KHz 3.900  0.37  

NR5040-561 □ 560 100KHz 4.920  0.33  

NR5040-681 □ 680 100KHz 5.070  0.30  

NR5040-102 □ 1000 100KHz 7.800  0.25  

NR5040-152 □ 1500 100KHz 13.30  0.20  
 

ELECTRICAL CHARACTERISTICS FOR NR6012 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR6012-1R0 □ 1 100KHz 0.065 2.5  

NR6012-100 □ 10 100KHz 0.390 1.2  

NR6012-101 □ 100 100KHz 3.900 0.4  
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ELECTRICAL CHARACTERISTICS FOR NR6020 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR6020-R68 □ 0.68  100KHz 0.017  6.55  

NR6020-R82 □ 0.82  100KHz 0.017  5.30  

NR6020-1R0 □ 1.00  100KHz 0.026  4.30  

NR6020-1R5 □ 1.50  100KHz 0.032  4.25  

NR6020-2R2 □ 2.20  100KHz 0.045  3.75  

NR6020-3R3 □ 3.30  100KHz 0.058  3.15  

NR6020-4R7 □ 4.70  100KHz 0.075  3.00  

NR6020-5R6 □ 5.60  100KHz 0.091  2.40  

NR6020-6R8 □ 6.80  100KHz 0.110  2.20  

NR6020-100 □ 10 100KHz 0.156  1.75  

NR6020-120 □ 12 100KHz 0.182  1.60  

NR6020-150 □ 15 100KHz 0.208  1.45  

NR6020-180 □ 18 100KHz 0.245  1.30  

NR6020-220 □ 22 100KHz 0.312  1.20  

NR6020-330 □ 33 100KHz 0.440  0.90  

NR6020-470 □ 47 100KHz 0.650  0.75  

NR6020-680 □ 68 100KHz 0.960  0.68  

NR6020-101 □ 100 100KHz 1.450  0.50  

NR6020-221 □ 220 100KHz 3.120  0.35  

NR6020-331 □ 330 100KHz 4.650  0.28  

NR6020-102 □ 1000 100KHz 14.35  0.18  
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ELECTRICAL CHARACTERISTICS FOR NR6028 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR6028-1R0 □ 1.0 100KHz 0.016  6.70  

NR6028-1R5 □ 1.5 100KHz 0.020  6.00  

NR6028-2R2 □ 2.2 100KHz 0.026  5.10  

NR6028-3R3 □ 3.3 100KHz 0.033  3.63  

NR6028-4R7 □ 4.7 100KHz 0.039  3.00  

NR6028-5R6 □ 5.6 100KHz 0.056  2.80  

NR6028-6R8 □ 6.8 100KHz 0.061  2.60  

NR6028-8R2 □ 8.2 100KHz 0.072  2.40  

NR6028-100 □ 10 100KHz 0.094  2.20  

NR6028-120 □ 12 100KHz 0.104  1.95  

NR6028-150 □ 15 100KHz 0.143  1.85  

NR6028-180 □ 18 100KHz 0.156  1.52  

NR6028-220 □ 22 100KHz 0.182  1.45  

NR6028-330 □ 33 100KHz 0.241  1.35  

NR6028-470 □ 47 100KHz 0.364  1.15  

NR6028-560 □ 56 100KHz 0.442  1.05  

NR6028-680 □ 68 100KHz 0.458  0.95  

NR6028-820 □ 82 100KHz 0.650  0.80  

NR6028-101 □ 100 100KHz 0.715  0.75  

NR6028-681 □ 680 100KHz 5.070  0.28  

NR6028-102 □ 1000 100KHz 7.410  0.18  
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ELECTRICAL CHARACTERISTICS FOR NR6045 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR6045-R68 □ 0.68  100KHz 0.011  9.50  

NR6045-1R0 □ 1.00  100KHz 0.014  9.00  

NR6045-1R2 □ 1.20  100KHz 0.015  8.35  

NR6045-1R5 □ 1.50  100KHz 0.016  7.50  

NR6045-2R2 □ 2.20  100KHz 0.022  6.50  

NR6045-3R3 □ 3.30  100KHz 0.031  5.30  

NR6045-3R6 □ 3.60  100KHz 0.032  5.00  

NR6045-4R7 □ 4.70  100KHz 0.034  4.50  

NR6045-5R6 □ 5.60  100KHz 0.040  3.70  

NR6045-6R8 □ 6.80  100KHz 0.045  3.30  

NR6045-8R2 □ 8.20  100KHz 0.055  3.10  

NR6045-100 □ 10 100KHz 0.067  3.00  

NR6045-120 □ 12 100KHz 0.075  2.80  

NR6045-150 □ 15 100KHz 0.100  2.50  

NR6045-180 □ 18 100KHz 0.122  2.20  

NR6045-220 □ 22 100KHz 0.149  2.05  

NR6045-270 □ 27 100KHz 0.165  1.90  

NR6045-330 □ 33 100KHz 0.195  1.65  

NR6045-360 □ 36 100KHz 0.225  1.62  

NR6045-470 □ 47 100KHz 0.286  1.40  

NR6045-560 □ 56 100KHz 0.338  1.30  

NR6045-680 □ 68 100KHz 0.377  1.20  

NR6045-820 □ 82 100KHz 0.495  1.05  

NR6045-101 □ 100 100KHz 0.559  0.95  

NR6045-121 □ 120 100KHz 0.629  0.85  

NR6045-151 □ 150 100KHz 0.884  0.80  

NR6045-181 □ 180 100KHz 1.150  0.75  

NR6045-221 □ 220 100KHz 1.290  0.70  

NR6045-271 □ 270 100KHz 1.370  0.65  

NR6045-301 □ 300 100KHz 1.760  0.60  

NR6045-331 □ 330 100KHz 1.850  0.57  

NR6045-471 □ 470 100KHz 2.570  0.50  

NR6045-561 □ 560 100KHz 3.250  0.44  

NR6045-681 □ 680 100KHz 4.070  0.42  

NR6045-801 □ 800 100KHz 4.810  0.35  

NR6045-102 □ 1000 100KHz 5.900  0.32  

NR6045-132 □ 1300 100KHz 7.020  0.27  

NR6045-152 □ 1500 100KHz 8.450  0.24  

NR6045-202 □ 2000 100KHz 12.35  0.22  

NR6045-222 □ 2200 100KHz 12.48  0.20  

NR6045-252 □ 2500 100KHz 15.47  0.19  

NR6045-302 □ 3000 100KHz 19.50  0.18  

NR6045-332 □ 3300 100KHz 21.50  0.17  

NR6045-472 □ 4700 100KHz 27.30  0.15  

NR6045-103 □ 10000 100KHz 53.70  0.10  
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ELECTRICAL CHARACTERISTICS FOR NR6055 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR6055-3R3 □ 3.3 100KHz 0.026 5.5  

NR6055-4R7 □ 4.7 100KHz 0.030  4.8  

NR6055-100 □ 10 100KHz 0.050  3.3  
 

ELECTRICAL CHARACTERISTICS FOR NR8040 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR8040-R47 □ 0.47  100KHz 0.007 12.00  

NR8040-R68 □ 0.68  100KHz 0.011 10.00  

NR8040-R82 □ 0.82  100KHz 0.012  9.80  

NR8040-1R0 □ 1.00  100KHz 0.013  9.60  

NR8040-1R5 □ 1.50  100KHz 0.014  7.70  

NR8040-2R0 □ 2.00  100KHz 0.016  7.10  

NR8040-2R2 □ 2.20  100KHz 0.017  7.00  

NR8040-2R6 □ 2.60  100KHz 0.018  6.90  

NR8040-3R0 □ 3.00  100KHz 0.022  6.50  

NR8040-3R3 □ 3.30  100KHz 0.023  6.40  

NR8040-3R6 □ 3.60  100KHz 0.024  6.30  

NR8040-3R9 □ 3.90  100KHz 0.025  6.20  

NR8040-4R7 □ 4.70  100KHz 0.026  5.90  

NR8040-5R1 □ 5.10  100KHz 0.031  5.50  

NR8040-5R6 □ 5.60  100KHz 0.032  5.40  

NR8040-6R8 □ 6.80  100KHz 0.036  4.50  

NR8040-8R2 □ 8.20  100KHz 0.046  4.20  

NR8040-100 □ 10 100KHz 0.048  3.60  

NR8040-120 □ 12 100KHz 0.065  3.40  

NR8040-150 □ 15 100KHz 0.073  2.90  

NR8040-180 □ 18 100KHz 0.092  2.70  

NR8040-220 □ 22 100KHz 0.096  2.40  

NR8040-270 □ 27 100KHz 0.101  2.15  

NR8040-330 □ 33 100KHz 0.130  2.00  

NR8040-390 □ 39 100KHz 0.163  1.95  

NR8040-430 □ 43 100KHz 0.147  1.90  

NR8040-470 □ 47 100KHz 0.177  1.70  

NR8040-510 □ 51 100KHz 0.230  1.60  

NR8040-560 □ 56 100KHz 0.240  1.55  

NR8040-620 □ 62 100KHz 0.250  1.50  

NR8040-680 □ 68 100KHz 0.255  1.40  

NR8040-720 □ 72 100KHz 0.338  1.38  

NR8040-750 □ 75 100KHz 0.340  1.35  

NR8040-800 □ 80 100KHz 0.345  1.30  
 



SHIELDED SMD POWER INDUCTORS / NR TYPE 

   CORE MASTER ENTERPRISE CO., LTD. 
http://www.coremaster.com.tw 

 

ELECTRICAL CHARACTERISTICS FOR NR8040 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR8040-820 □ 82 100KHz 0.350  1.25  

NR8040-910 □ 91 100KHz 0.377  1.20  

NR8040-101 □ 100 100KHz 0.384  1.15  

NR8040-121 □ 120 100KHz 0.421  1.10  

NR8040-151 □ 150 100KHz 0.611  1.05  

NR8040-181 □ 180 100KHz 0.806  0.95  

NR8040-201 □ 200 100KHz 0.820  0.92  

NR8040-221 □ 220 100KHz 0.858  0.85  

NR8040-271 □ 270 100KHz 1.027  0.74  

NR8040-331 □ 330 100KHz 1.261  0.68  

NR8040-391 □ 390 100KHz 1.560  0.65  

NR8040-471 □ 470 100KHz 1.625  0.60  

NR8040-561 □ 560 100KHz 2.210  0.55  

NR8040-681 □ 680 100KHz 2.670  0.52  

NR8040-751 □ 750 100KHz 3.250  0.50  

NR8040-821 □ 820 100KHz 3.640  0.45  

NR8040-102 □ 1000 100KHz 3.800  0.40  

NR8040-122 □ 1200 100KHz 4.680  0.37  

NR8040-132 □ 1300 100KHz 5.330  0.36  

NR8040-152 □ 1500 100KHz 6.540  0.35  

NR8040-202 □ 2000 100KHz 8.710  0.30  

NR8040-222 □ 2200 100KHz 9.960  0.27  

NR8040-272 □ 2700 100KHz 11.96  0.25  

NR8040-402 □ 4000 100KHz 19.20  0.22  

NR8040-472 □ 4700 100KHz 20.80  0.21  

NR8040-502 □ 5000 100KHz 22.40  0.15  

NR8040-103 □ 10000 100KHz 54.60  0.12  
 

ELECTRICAL CHARACTERISTICS FOR NR8050 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR8050-2R2 □ 2.2 100KHz 0.021  8.0  

NR8050-100 □ 10 100KHz 0.060  5.5  

NR8050-220 □ 22 100KHz 0.130  3.5  

NR8050-330 □ 33 100KHz 0.182  3.0  

NR8050-101 □ 100 100KHz 0.481  1.5  

NR8050-151 □ 150 100KHz 0.650  1.3  

NR8050-221 □ 220 100KHz 1.150  1.1  

NR8050-331 □ 330 100KHz 1.690  1.0  

NR8050-471 □ 470 100KHz 2.240  0.7  

NR8050-102 □ 1000 100KHz 4.940  0.5  
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ELECTRICAL CHARACTERISTICS FOR NR8065 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR8065-R68 □ 0.68  100KHz 0.012  20  

NR8065-1R0 □ 1.00  100KHz 0.015  10  

NR8065-2R2 □ 2.20  100KHz 0.018  9.80  

NR8065-3R3 □ 3.30  100KHz 0.022  9.50  

NR8065-4R7 □ 4.70  100KHz 0.025  9.00  

NR8065-5R6 □ 5.60  100KHz 0.027  8.30  

NR8065-6R8 □ 6.80  100KHz 0.029  7.50  

NR8065-7R8 □ 7.80  100KHz 0.033  7.00  

NR8065-8R2 □ 8.20  100KHz 0.039  6.50  

NR8065-100 □ 10 100KHz 0.047  6.00  

NR8065-150 □ 15 100KHz 0.064  5.00  

NR8065-220 □ 22 100KHz 0.082  4.00  

NR8065-330 □ 33 100KHz 0.110  3.40  

NR8065-470 □ 47 100KHz 0.163  2.80  

NR8065-560 □ 56 100KHz 0.195  2.60  

NR8065-680 □ 68 100KHz 0.234  2.25  

NR8065-820 □ 82 100KHz 0.260  2.10  

NR8065-101 □ 100 100KHz 0.338  1.90  

NR8065-151 □ 150 100KHz 0.533  1.50  

NR8065-221 □ 220 100KHz 0.715  1.25  

NR8065-241 □ 240 100KHz 0.741  1.20  

NR8065-331 □ 330 100KHz 1.080  1.10  

NR8065-471 □ 470 100KHz 1.560  0.87  

NR8065-681 □ 680 100KHz 2.210  0.75  

NR8065-102 □ 1000 100KHz 3.250  0.62  

NR8065-152 □ 1500 100KHz 4.680  0.50  

NR8065-202 □ 2000 100KHz 6.370  0.40  

NR8065-222 □ 2200 100KHz 6.630  0.38  

NR8065-302 □ 3000 100KHz 10.40  0.35  

NR8065-332 □ 3300 100KHz 11.05  0.30  
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ELECTRICAL CHARACTERISTICS FOR NR10050 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR10050-1R0 □ 1.0 100KHz 0.018  14.20  

NR10050-1R5 □ 1.5 100KHz 0.020  12.80  

NR10050-2R2 □ 2.2 100KHz 0.025  12.10  

NR10050-3R3 □ 3.3 100KHz 0.027 11.20  

NR10050-4R7 □ 4.7 100KHz 0.030  10.30  

NR10050-6R8 □ 6.8 100KHz 0.037  9.00  

NR10050-8R2 □ 8.2 100KHz 0.040  8.50  

NR10050-100 □ 10 100KHz 0.048  7.20  

NR10050-150 □ 15 100KHz 0.059  6.00  

NR10050-220 □ 22 100KHz 0.085  4.30  

NR10050-330 □ 33 100KHz 0.104  4.00  

NR10050-470 □ 47 100KHz 0.163  3.30  

NR10050-560 □ 56 100KHz 0.201  3.10  

NR10050-680 □ 68 100KHz 0.235  3.00  

NR10050-101 □ 100 100KHz 0.338  2.50  

NR10050-151 □ 150 100KHz 0.438  2.00  

NR10050-221 □ 220 100KHz 0.675  1.80  

NR10050-271 □ 270 100KHz 0.858  1.50  

NR10050-301 □ 300 100KHz 0.975  1.45  

NR10050-331 □ 330 100KHz 1.100  1.40  

NR10050-391 □ 390 100KHz 1.300  1.25  

NR10050-471 □ 470 100KHz 1.430  1.20  

NR10050-561 □ 560 100KHz 1.750  1.10  

NR10050-681 □ 680 100KHz 1.980  1.00  

NR10050-821 □ 820 100KHz 2.730  0.90  

NR10050-102 □ 1000 100KHz 3.420  0.80  

NR10050-152 □ 1500 100KHz 4.950  0.65  

NR10050-202 □ 2000 100KHz 6.500  0.55  

NR10050-302 □ 3000 100KHz 9.100  0.50  

NR10050-402 □ 4000 100KHz 12.35  0.40  

NR10050-153 □ 15000 100KHz 48.10  0.23  

NR10050-203 □ 20000 100KHz 78  0.18  

NR10050-333 □ 33000 100KHz 89  0.17  
 

 
 
 
 



SHIELDED SMD POWER INDUCTORS / NR TYPE 

   CORE MASTER ENTERPRISE CO., LTD. 
http://www.coremaster.com.tw 

 

ELECTRICAL CHARACTERISTICS FOR NR10060 

Part No. Inductance (uH) Test Frequency RDC (Ω) IDC (A) 

NR10060-100 □ 10 100KHz 0.042  8.00  

NR10060-101 □ 100 100KHz 0.273  2.80  

NR10060-151 □ 150 100KHz 0.364  2.30  

NR10060-221 □ 220 100KHz 0.494  1.90  

NR10060-391 □ 390 100KHz 0.988  1.50  

NR10060-102 □ 1000 100KHz 3.120  0.85  

NR10060-903 □ 90000 100KHz 208  0.08  
 

 


